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Report No.: SLS1-36P-52-80-30-AS Test Time: 2019-04-19 11:04

Luminaire Property
Luminaire Manufacturer: 
Luminaire Category: FLOOD
Luminaire Description: SLS1-36P-52-80-30-AS
Lamp Description: SLS1-36P-52-80-30-AS Number of Lamps: 1
Voltage: 36.3 V Current: 1.399 A
Power: 50.76 W Power Factor: 1.000

Photometric Results
IES Classification: Type I Longitudinal Classification: Medium
Total Rated Lamp Lumens: 7034.8 lm Measurement Flux: 7034.8 lm
Efficiency: 100% Downward Ratio: 100%
Upward Ratio: 0% Luminaire Efficacy Rating (LER): 138.64
Central Intensity: 1793.44 cd Max. Intensity: 6398.75 cd
Pos of Max. Intensity: H350 V67

Picture Of Luminaire Luminous Intensity Distribution Curve
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Unit: cd

C Plane (°):0.0-360.0: 10.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: MODULED ELEKTRONIK A.S Test Device: LSG-1700B
Test Type: TYPE C Distance: 7.654 m
Temperature: 25 Humidity: 
Operator: MODULED ELEKTRONIK A.S Inspector: 
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Luminous Intensity Distribution Curve(cd/klm)
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C Plane (°):0.0-360.0: 10.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: MODULED ELEKTRONIK A.S Test Device: LSG-1700B
Test Type: TYPE C Distance: 7.654 m
Temperature: 25 Humidity: 
Operator: MODULED ELEKTRONIK A.S Inspector: 
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Isocandela (rectangle)
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Imax (100%): 6399 cd

( 10%):   640 cd ( 16%):  1024 cd
( 25%):  1600 cd ( 40%):  2559 cd
( 63%):  4031 cd (100%):  6399 cd

C Plane (°):0.0-360.0: 10.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: MODULED ELEKTRONIK A.S Test Device: LSG-1700B
Test Type: TYPE C Distance: 7.654 m
Temperature: 25 Humidity: 
Operator: MODULED ELEKTRONIK A.S Inspector: 
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Illuminance at a Distance

Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(lx)

10.0 17.93 70.61/14.30 1029.4 3.55

2.0 448.36 14.12/2.86 41.2 88.76

4.0 112.09 28.25/5.72 164.7 22.19

6.0 49.82 42.37/8.58 370.6 9.86

8.0 28.02 56.49/11.44 658.8 5.55

Beam Angle(B): H148.4 V71.1  Field Angle(F): H153.3 V137.6

Dh

Dv

C Plane (°):0.0-360.0: 10.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: MODULED ELEKTRONIK A.S Test Device: LSG-1700B
Test Type: TYPE C Distance: 7.654 m
Temperature: 25 Humidity: 
Operator: MODULED ELEKTRONIK A.S Inspector: 
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The Average Illuminance Effective Figure

Beam Angle:153.3°Height Avg./Nadir. E Diameter / Area

2.0m 30.80/      16.86m / 223.35sq.m 448.36lx

4.0m 7.70/      33.73m / 893.42sq.m 112.09lx

6.0m 3.42/      50.59m / 2010.19sq.m 49.82lx

8.0m 1.93/      67.45m / 3573.67sq.m 28.02lx

10.0m 1.23/      84.32m / 5583.87sq.m 17.93lx

Flux Out: 6880.04lm

C Plane (°):0.0-360.0: 10.0 Gamma Plane (°):0.0-90.0:1.0
Test Lab: MODULED ELEKTRONIK A.S Test Device: LSG-1700B
Test Type: TYPE C Distance: 7.654 m
Temperature: 25 Humidity: 
Operator: MODULED ELEKTRONIK A.S Inspector: 


